
3S LIGHTING PRODUCT DATASHEET

Brillio 130 C
Product Family: Brillio
Product SKU: 2B15O       Internal Code:

Dimensions (mm ) 130 (D) 780 (H)
Weight ( kg )

PRODUCT FEATURES

Aesthetics / Use  Round, Symetrical, LED Bollard, for exterior applications, featuring Osram LED as standard,

Luminaire Housing Aluminium body,powder-coated as standard

Fixing Method Aluminium base

Reflector / Optics Cone shaped diffuser,

Heatsink / Other Supplied with efficient passive aluminium heatsink

Control Gear Integral non-dim / dim driver,supplied with terminal block inside 

Max. Ambient Temp.

IP RATING

☐ IP65

DRIVER CONTROL

☐ Non Dim IP65+ Integral

PAINT FINISH

☐ Matt Black Textured
☐ Matt Dark Grey Textured
☐ Custom

SECONDARY  PAINT FINISH
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LED PERFORMANCE

System Power (W) - LED Luminous Flux (lm) - CRI - CCT (K) - (internal code)

Note: To obtain System Flux (lm) multiply LED Luminous Flux with LOR (Luminaire Output Ratio)
System Flux = LED Luminous Flux × LOR - e.g. 1414lm × 0.6361 = 899lm System Flux

CRI 80+
☐ 14.0W - 1733lm - CRI80 - 3000K - (873)

☐ 14.0W - 1849lm - CRI80 - 4000K - (874)
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BEAM / OPTICAL OPTIONS

☐ B18OP120 - IP65

Indirect_Sym - 127 DEG

Metalized Reflector + Clear PMMA Diffuser

LOR : 40% (0.3982)
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